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GT1800A&GT1800C is optical power meter and VFL integrated in one set. it has two ports, one

is OPM, another is VFL(650nm). OPM port can be connected by FC,ST,SC, also can be LC(must

be reserved when user place order). Frequency Modulate recognize(opt),WEB testing(opt).

Special functions as bellow:
 GT1800 series use STN LCD, it has a wide viewing angle, you can see informations clearly in

any angle. and this LCD is bigger than others in market .

 It use a long-life 650nm red light source, and its transmitting power is full 10mW.

 it can recognize modulated frequency of the optical,270Hz,330Hz.1KHz,2KHz (paid option)

 it can test network cable use a testing module via RJ45 interface (paid option)

SPECIFICATIONS
ITEMS SPECIFICATION

Wavelength 850,980,1270,1300,1310,1490,1550,1577,1625nm

Detector InGas

Measurement Range -70~+6dBm(GT1800A) -50~+26dBm(GT1800)

Accuracy ±0.22dB

Resolution 0.01dBm

VFL(650nm) output power 10mW

Working Temperature -10~+65℃

Storage Temperature -25~+65℃

Auto off Time 5 minutes no operating

Working Time (VFL no output) 190 hours

Working Time (VFL output) 70 hours

Battery Type AA 3PCS

Weight 350g(include batteries)

Dimension 185X80X48mm

Accessories AA alkaline batteries ,manual 1 PC, cotton swabs

Option connector ST,SC,LC, network cable tester

Option function Network cable test, Recognize modulate frequency

Warranty 12 months
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OPERATION OF KEYPAD

 Press this keypad will switch on meter. Press it keep on for 5 seconds will be switch off
this meter.

LIGHT Press this keypad will open backlight or shut off backlight of the LCD.
LED Press this keypad will open flashlight or shut off flashlight.
VFL Press this keypad will switch on red light(650nm),press again, the red light will

twinkling in 1Hz frequency. press again, the red light will twinkling in 2Hz frequency.
Press again will shut off the VFL red light.

λPress this keypad will change testing wavelength 850,980,1300,1310,1490,1550,1625nm

WEBPress this keypad will testing network cable. before this operation ,please insert one side
plug of the network cable into our meter network interface, and, insert another side plug to our

network cable tester. When these are ready, you will find 1,2,3,4,5,6,7,8 illuminated one by

one. if all these figure illuminated ,that mean thisnetwork cable is good, otherwise it means no

connected properly. Notice : this function is an option ,user should reserve before shipment,

and this option is rechargeable.

REFPress this keypad will set current power to be a reference power, and the reference

power unit will changed to be dBm automatically. after this operation ,the reference power will

display at upside of the LCD, its unit is dBm, and the difference value between the current

measuring power and reference power will display at bottom side of the LCD, and its unit will

be dB. Press UNIT keypad to exit reference measuring function.

UNITPress this keypad will change power unit to be dBm ,dB,uW,nW.etc.

IMPORTANT FUNCTION
 USER SELF CALIBRATION
Press λand UNIT keypad together at the same time before switch on the meter, and then,

switch on the meter ,now the meter will working in user self calibration working mode. you can

increase or decrease the power value via press VFL or UNIT keypad. each time change

0.01dBm.notice:when the meter working in user self calibration working mode, the power unit

will changed to be dBm automatically.

RECOGNIZE MODULATE FRQUENCY
This function is an option function, and it is a rechargeable function. This meter can recognize

the modulate frequency 270Hz,330Hz,1KHz,2KHz automatically. and the modulate
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Frequency will display on the LCD.(CW means continue wave, no modulate)

CLEAR CALIBRATION DATA
Before switch on the meter, press LIGHT and VFL keypad together , and then switch on the

meter, this meter will clear all calibration data automatically. This function is very important for

user, because if user calibrate the power disordered, then the OPM will not measuring in right

accuracy.

NETWORK CABLE TESTING FUNCTION
This meter has network cable test function, when you connect the cable between meter and

network cable tester well, and then press WEB key, this meter will test the cable automatically.

notice: this function is an option function.

SOME CAUTION INFORMATION
Warranty period doesn’t include factitious destroy, we only warranty the normal operate to the

meter.

if user repair the meter by yourself, and without our authorization, we will not provide our

after-sale service.

the freight cost caused by repairing or replace new one under warranty period, it will be

shared by our company and customer both side. notice: we only pay the freight cost in

Chinese transportation.

when user find the measuring result is not in right accuracy, please carefully clean the detector

by cotton swab.

wrong operation or accident ,or use a wrong fiber connector type will destroy the detector,

and this kind destroy maybe irreversible. this case we will not provide free after sales service.

TROUBLESHOOTING GUIDE
 faint display of the LCD
Change new batteries

obvious error of power measuring
Check detector interface connect status, if it is broken, please return the meter back to my

factory or our distributor. and you should also check the detector if it is polluted, if yes, please

carefully clean it use cotton swabs.

WARNING
You must avoid risks of eye damage, do not look focus on the red light when VFL is activated.


